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CLAIM AMENDMENTS 
1 (Currently Amended) . A sample/hold circuit, comprising: 

an .amplifier having an output for providing an output of said 
sample/hold circuit; 

a first capacitor for sampling a value of an input signal 
during a first- sampling phase of a sample cloclc; 

a second capacitor for sampling a value of said input signal 
during a second sampling phase of said sample clock; and 

a switching circuit for alternatively selecting one of said 
first capacitor and said second capacitor for coupling to said oa - i - d ' 
input signal during .each phase of said sample clock, wherein 
another one of said, first capacitor and said second capacitor not 
selected for coupling to said input signal is coupled between said 
output of said amplifier and an input of said amplifier for holding 
a value at. an output of said amplifier sampled during a previous 
phase of said sample clock, whereby each of said first capacitor 
and said second capacitor alternates between sampling said input 
signal and holding said value in a mutually-exclusive manner, 
whereby transitions in said output of said amplifier are reduced 
between sampling intervals of said sample/ho Idj. 

wher^iQ. s.aAril PwAtqhAng "i^iirqtiAl? i^urthar ggmpyAg^g at le^^t one 

input bootstrap clock circuit coupled to said owitchino circuit for' 
generating a control signal having an on-state control voltaaB 
derived in conformity with a voltace level of said input signal, 
whereby the on-state of a control voltage input, of at least one 
switch that couples said first capacitor .to said input signal is 
maintainted at a substa nti allv constant level wi th respect to said 
input signal. 
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2 (Currently Amended). The sample/hold circuit of Claim 1, wherein 
gaid input -signal is a differential input signal pair, wherein said 
amplifier is. a fully differential amplifier having a differential 
amplifier input pair and a differential output pair for providing a 
differential output of said eample/hold. wherein said first and 
second capacitor are alternatively and mutual ly-©xclusively coupled 
to one of a first input of said differential input pair and a 
feedback position between a first output of said differential 
output pair and a first one of said differential amplifier input 
pair, and wherein said sample/hold circuit further comprises: 

a third capacitor for sampling a -value of said input signal 
during said first phase of said sample clock: and 

a fourth capacitor for sampling a value of said input signal 
during said second phase of said sample clock, and wherein said 
switching circuit alternatively selects one of said third capacitor 
and said fourth capacitor for coupling to a second one of said 
differential input signal pair during each phase of said sample 
clock, wherein another one of said third capacitor and said fourth 
capacitor not selected for coupling to said second differential 
input signal is coupled between said -a second output of said 
differential output pair and -a said second one of said differential 
amplifier input pair for holding said value at an output of said 
amplifier obtained in conformity with a previous phase of said 
sample clock, whereby each of said third capacitor and said fourth 
capacitor alternates between sampling said input signal and holding 
said value in a mutually-exclusive manner: 
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3 (Original): The sample/hold circuit of Claim 2, wherein 'said 
switching circuit further comprises at least one input bootstrap 
clock circuit coupled to said switching circuit for generating a 
control signal having an on-state control voltage derived in 
conformity with a voltage level of said input signal, whereby the 
on-state of a control voltage input of at least one switch that 
couples said first capacitor to said input signal is maintained at 
a substantially constant level with respect to said input signal. 

4 (Original). The sample/hold circuit of Claim 3, wherein said 
switching circuit further comprises at least one output bootstrap 
clock circuit coupled to said switching circuit for generating a 
control signal having an on-state control voltage derived in 
conformity with a voltage level of said amplifier output signal, 
whereby the on-state, of a. control voltage input of at least one 
switch that couples said first capacitor to said- amplifier output 
is maintained at a substantially constant • level with respect to 
said amplifier output signal. 
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5 (Original). The sampLs/hold circuit of Cl-aim 2, wherein said 
switching circuit further comprises: 

a first shunt switch for shorting a first common-mode terminal 
of said first capacitor to a third common-mode terminal of said 
third- capacitor; and 

a second shunt switch for short in-g a second common-mod© 
terminal of said second capacitor to a fourth common-mods terminal 
of said fourth capacitor, and wherein said switching circuit is 
coupled to control inputs of said first shunt switch and said 
second shunt switch for further reducing deviations between 
terminals of said first capacitor, said second capacitor, said* 
third capacitor and said fourth capacitor while coupled to a common 
mode voltage of said sample//hold circuit. 

6 CCancelled) . 
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7 (Currently Amended). The sample/hold circuit of Claim i -6-, 
wherein said bootstrap clock circuit comprises: 

a boost .capacitor having a first terminal eelectively coupled 
to said control voltage input of said at least one switch; 

a charging circuit coupled to said first terminal of said 
boost capacitor for charging said boost capacitor to a 
predetermined constant voltage level; and 

a transmission gate for transferring said voltage level of 
said input signal to a second terminal of said boost capacitor 
prior to said coupling of said first terminal of said capacitor to 
said control voltage input of said at least one switch « whereby 
said first terminal of said boost capacitor is raised to a voltage 
level substantially equal to said predetermined constant voltage 
level plus said voltage level of said input signal. 
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8 (Currently Amended) .. A sample/hold circuit, comprising: 

an amplifier having an output for providing an output of said 

samplex-hold circuit: 

a first capacitor tor sampling a value of an input signal 
during a first sampling phase of a sample clock; 

a second capacitor for sampling a value of said input signal 

during a second sampling phase of said sample clock! and 

a ewitchino circuit for alternat ivelv selectino one of said 

first capacitor and said second capacitor f6r coupling to said eej:4 

input signal during each phase of said example clock. yjiereiff 

another one of said first capacitor and said second capacitor not 
selected for coupling to said input signal Is coupled between said 
output of said amplifier and an input of said amplifier for holding 
a value at an output of said amplifier sampled during a previous 
phase gj ^^j^t^l, mmX& QJ-QQ}^. yfh^r^lpy eagh-ot ^§Ad Ufst capacitor 
and said second capacitor alternates between sampling said Input 
signal and holding said value in a mutuallv-exclusive manner, 
whereby transitions in said output of said amplifier are reduced 
between sampling intervals of said sample/hold; 

Tho oamp-l€ > /hold — circuit — of Claim 1, wherein said switching 
circuit further comprises at least one output bootstrap clock 
circuit coupled to said switching circuit for generating a control 
signal having • an on-state control voltage derived in conformity 
with .a voltage level of said amplifier output signal, whereby the 
on-state of ''a control voltage input of at least one switch that 
couples said first capacitor to said amplifier output is maintained 
at a substantially constant level with respect to said amplifier 
output signal . 
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9 [Original). The sample/hold circuit of Claim 5, wherein said 
bootstrap clock circuit compriass: 

a boost capacitor having a. first terminal selQctively coupled 
to said control voltage input ofeaid at least one switch; 

a charging circuit coupled to said first terminal of said 
boost capacitor for charging said boost capacitor to a 
predetermined, constant voltage level; and 

a transmission gate f.or transferring said voltage level of 
said , amplifier output signal to a second terminal of said boost 
capacitor prior to said -coupling of said first terminal of said 
capacitor to said control voltage input of said at least one 
switch, whereby said first terminal of said boost capacitor is 
raised to a voltage level substantially equal to said predetermined 
constant voltage level plus said voltage level of said amplifier 
output signal. 
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10 (Currently Amended) . A sample/hold circuit, comprising: 

an amplifier having a first output for providing a first 
output of said sample/hold csircuit, an inverting input and a non- 
inverting input ; 

a first capacitor; 
■ a first transistor having a. first channel terminal connected 
to an input voltage of ^aid* sample/hold and a second channel 
terminal connected to a first terminal of said first capacitor; 

a second transistor having a first channel terminal connected 
to a reference voltage of said sample/hold and a second channel 
terminal connected to a second terminal of said first capacitor; 

a third transistor having a first channel terminal connected 
to said inverting, input of $aid amplifier and a second channel 
terminal connected to said second terminal of said first capacitor: 

a fourth transistor having a first channel terminal connected 
to said first amplifier output and a second channel terminal 
connected to a po - ce - nd - said first terminal of said first capacitor; 

a second capacitor; 

a fifth transistor having a first channel terminal connected 
to an input voltage of sai'd sample/hold and a second channel 
terminal connected to a first terminal of said second capacitor; 

a sixth transistor having a first- channel terminal connected 
to said reference voltage and a second channel terminal connected 
. to a second terminal of said second capacitor; 

a seventh transistor having a first channel terminal connected 
to said inverting input of said amplifier" and a second, channel 
terminal connected to said second- terminal of* said second 
capacitor; 
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an eighth transistor having a first channel terminal connected 
to said first amplifier output and a second, channel terminal 
connected to a. oecond said first; terminal of said second capacitor; 

o.nd 

a switching control circuit coupled to gates of all of said 
transistors for alternating said first capacitor and said second 
capacitor in a mutually exclusive manner by enabling said first, 
second, seventh and eighth transistors in alternation with said 
third, fourth, fifth- and sixth transistorsj. 
a boost capacitor: 

a boost. transistor having a first channel terminal connected 

to a gate- of said first transistor and a second channel terminal 
goqp^gta to a first terrc^inQ; of said boost capagjtor.; 

a transmission gate coupled to a second terminal of said boost 
capacitor and said input oi said samole/^hold circuit: and 

a charcring circuit for charging said • boost capacitor to a 

predetermined voltage level, and wherein said switching circuit 
selQCtivQly enables said transmission gate and said. boost 
transistor when said first transistor is initially enabled, whereby 
a gate voltage of said first transistor is boosted in conformitv 
with a value of .said input signal . 
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11 (Currently Attended): The sample/hold circuit of Claim 10, 
wherein said amplifier is a differential amplifier, wherein said- 
first output of said amplifier is a non-inverted output and wherein 
said differential amplifier further has an inverted output, and 
wherein said circuit further comprises: 
a third capacitor; 

a ninth transistor having a first channel terminal connected 
to an inverted input voltage of said sample/hold and a second 
channel terminal connected to a first terminal of said third 
capacitor; 

a tenth transistor having, a first channel terminal connected 
to said reference voltage of said sample/'hold and a second channel 
terminal connected to a second terminal of said third capacitor; 

an eleventh transistor having a first channel terminal 
connected to said non-inverting input of said amplifier and a 
second channel terminal connected to said 'second terminal of said 
third capacitor; 

a twelfth transistor having a first channel terminal connected 
to said inverted amplifier output and a second channel terminal 
connected to a oocond said first terminal of said third capacitor; 

a fourth capacitor; 

a thirteenth transistor having a first channel terminal 
connectad to said inverted input voltage and a* second channel 
terminal connected to a first terminal "of said fourth capacitor; 

a fourteenth transistor having a first channel terminal 
connected to said ref&rence voltage and a second channel terminal 
connected* to a second terminal- of said fourth capacitor; 
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a fifteenth transistor having a iirst channel terminal 
connected ta said non- inverting input of said amplifier and a 
second channel terminal connected to said second terminal of said 
fourth capacitor; and 

a sixteenth transistor having a first channel terminal 
connected to said inverted amplifier output and a second channel 
terminal connected to a oocond said first terminal of said fourth 
capacitor, and wherein said switching, control circuit is further 
coupled to gates of said ninth, tenth, eleventh, twelfth, 
thirteenth. fourteenth, fifteenth and sixteenth oixtoonth 
transistors for alternating said third capacitor and' said fourth 
capacitor- in a mutually exclusive manner by enabling said ninth, 
tenth, fifteenth and sixteenth transistors in alternation with said 
eleventh, twelfth, thirteenth and fourteenth transistors. 



12 



PAGE1SQ7'RCVDAT7/11/20053:36:52PM [Eastern (^^^^ 



Jul. II. 2005 12:24PM. ^ No. 9407 P. 16 

V ' . ■ 

12 (Original). Th© sample/hold circuit of Claim 11, further 
comprising: 

a seventeenth transistor having a first . channel connection 
connected to said second terminal- of said first capacitor, a second 
channel connection connected to said sacond terminal of said third 
capacitor, and a gate coupled to said switching control circuit, 
whereby said switching control circuit enables said seventeenth 
transistor while said second and tenth transistors are enabled, 
whereby a difference of voltages an said second terminals of said 
first capacitor and said third- capacitor are reduced: and 
an eighteenth transistor having a first channel connection 
connected to said second terminal of said second capacitor, a 
second channel connection connected to said second terminal of said 
fourth capacitor, and a gate coupled to said switching control 
Circuit, whereby said switching control circuit enables said 
eighteenth transistor while said sixth and fourteenth transistors 
are enabled, whereby a difference of voltages on said second 
terminals of said second capacitor and said fourth capacitor are 
reduced 
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14 (Currently Amended) : A sample/hold circuit . comprlglnai 

an amRUfjer having a ilrgt output for, providing at , first 

output of said sample/hold circuit, an invQrtina input and a non- 
inverting input:. 
a first capacitor; 

_ a first transistor having a first channQl terminal connacted 

to an input voltagQ of said sample/hold and a second channel 
terminal connected to a first ' terminal of said first ca pacitor: 

\ — a second transistor having a first channel terminal connected 

to a raferencB. voltage of said samplexhold and a second channal 
terminal connected to a second terminal of said first capacitor: 

a third transistor having a first channel terminal connected 

to said inverting input of said amplifier" and a second channel 
terminal connected to said second terminal of said first capacitor: 

a_ fourth transistor having a first channel terminal connected 

to said first amplifier output and a second channel terminal 
. connected to said first terminal of said first capacitor: 

a second capacitor^ 

. a fifth transistor having a first channel terminal connected 
to an input voltage of said sample/hold, and a second channel 
terminal connected to a first terminal of said second capacitor: 

a sixth transistor having a first channel terminal connected 
to said reference voltage and a second channel terminal connected 
to a second terminal of said second capacitors 

A seventh transistor having a first channel terminal connected 

to said .inverting input of. said ampliflei^ and a second- channel 

terminal conriec ted • to _ said second terminal ei Said flecohd 

capacitor: 
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an eighth transistor hav ing a f j,rst channel terminal connected 

to said ilrst amplifier output and a - second channel terminal 
■Cflnnectad to said first terminal of said second capacitor: ^^4 

a switching cont rol circuit coupled to gates of all of said 

tratisistor s for alternating said first capacitor and said second 
capacitor in a mutually, exclusive manner bv enablin g said first. 
second, seventh and eighth transistors in . alterna tion with said 
third, fourth, fifth and sixth transistors : 
Tho oamplOi^hold oireuit of Claim 10. further oomprioing 
a boost capacitor: 

a boost transistor having a first channel terminal connected 
to a gate of said fourth transistor and a second channel terminal 
coupled to a first terminal of said boost capacitor; 

a transmission gate coupled to a second terminal of said boost 
capacitor and said. input of said sample/hold circuit; and 

a charging circuit for charging said boost capacitor to a 
predetermined voltage level, and wherein said switching circuit 
selectively enables said transmission gate and said boost 
transistor when said fourth transistor is initially enabled, 
whereby a gate voltage of said fourtli transistor is boosted in 
conformity .with a value of said amplifier output. 
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15 (Currently Amended) . A method of sampling an input voltage, 
comprising: 

" first .alternating a. first capacitor between a first sampling 
position for charging said first capacitor to said input voltage 
and a first hold position for holding an output voltage of an 
amplifier; and 

second alternating a second capacitor between a second 
sampling position for charging said second capacitor to said input 
voltage and a second hold position for holding said output voltage, 
of said amplifier, wherein said second alternating is performed in 
an opposite phase of said sampling from said first alternating. 

boosting a control voltage of a switch performing said first 
alternating during said first sampling position to, a level 
determined in conformity with said input voltage: 

wherein said boosting comprises: 

charging a boost capacitor to a predetermined voltage: 

selectively coupling a first terminal of said boost 

capasitPr tp said input signal t, and 

selectively coupling a second terminal of said boost 

capacitor to a control input of a, switch performing said first 
alternating by alternating said first capacitor to said sampling 
posit jlpn. 
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16 (Original). The mQthod of Claim 15, whsrein said input signal' is 
a differential input signal^ pair/ wherein sfaid lamplifier is a fully 
differential amplifier having a differential amplifier input pair 
and a differential output pair for providing a differential output 
of said sample/hold, wherein said first . alternating alternates said 
first capacitor between said first sampling position for charging 
said first capacitor to a first input voltage of said differential 
input signal pair and alternates a third capacitor between a third 
sampling position for charging said third capacitor to a second 
input voltage of said differential input signal pair, and wherein 
said second alternating alternates said second capacitor between 
said first sampling position for charging said second capacitor to 
said first input voltage of said differential input signal pair and 
alternates a fourth capacitor between a fourth sampling position 
for charging said fourth capacitor to a second input voltage of 
said differential input signal pair 

17 (Cancelled) = 
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13 • A metho d of sampling an input voltaoa. comprising i 

first- aitsrnating a first capacitor betwean a first aampli-nn 

PQgltion for, charging s aid first capacitor to gaid inout volta<;ie 
and a first hold position f or hbldino an output volt a og of an 

amplifier: and 

pecond — alternating, a second gpnaeltor- betwsan a second 

sampling position for charging sai d aseond capacitor to said input 
-voltage and a second hold position for holding said output volt^ qg 
of said ampli fier, wherein said sacond alternating is performed in 
an opposite ph ase of said sampling from said first .alternating. 

boosting a contro l voltage of a svitch performing said first 

altgrnetAng — durlr^g said first sampling position to a Isval 

determined in conformity with, said input VQltfloa: 

Tho mothod of Claim 15. wherein said boosting comprises: 

charging a boost capacitor to a predetermined voltage; 

selectively coupling -a first terminal of said boost capacitor 
to said amplifier output signal; and 

selectively coupling a second terminal of said boost capacitor 
to a control input of a switch . per forming said first alternating by 
alternating said first capacitor to said hold position. 
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20 (Original J. The method of Claim 16, further comprising: 

shorting a first common-mode terminal of said first capacitor 
to a third common-mode terminar of said third capacitor only while 
said first capacitor and said third capacitor are selected by said 
first alternating to said sample position; and 

shorting a second common-mod© terminal of said second 
capacitor to a fourth common--mods terminal of said fourth capacitor 
only while said first capacitor and said third capacitor are 
selected by said- first alternating to said sample position. 
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